Coreco Software Interface for Area Detector

The following section was shamelessly copied from Mark River’s website documentating the Area Detector (AD) design. It is found at http://cars9.uchicago.edu/software/epics/areaDetectorDoc.html#Installation
Area Detector Architecture

The architecture of the areaDetector module is shown below.
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From the bottom to the top this architecture consists of the following:

· Layer 1. This is the layer that allows user written code to communicate with the hardware. It is usually provided by the detector vendor. It may consist of a library or DLL, of a socket protocol to a driver, a Microsoft COM interface, etc.

· Layer 2. This is the driver that is written for the areaDetector application to control a particular detector. It is written in C++ and inherits from the ADDriver class. It uses the standard asyn interfaces for control and status information. Each time it receives a new data array it can pass it as an NDArray object to all Layer 3 clients that have registered for callbacks. This is the only code that needs to be written to implement a new detector. Existing drivers range from 800 to 1800 lines of code.

· Layer 3. Code running at this level is called a "plug-in". This code registers with a driver for a callback whenever there is a new data array. The existing plugins implement file saving (NDPluginFile), region-of-interest (ROI) calculations (NDPluginROI), color mode conversion (NDPluginColorConvert), and conversion of detector data to standard EPICS array types for use by Channel Access clients (NDPluginStdArrays). Plugins are normally written in C++ and inherit from NDPluginDriver. Existing plugins range from 300 to 800 lines of code.

· Layer 4. This is standard asyn device support that comes with the EPICS asyn module.

· Layer 5. These are standard EPICS records, and EPICS database (template) files that define records to communicate with drivers at Layer 2 and plugins at Layer 3.

· Layer 6. These are EPICS channel access clients, such as MEDM that communicate with the records at Layer 5. areaDetector includes two client applications that can display images using EPICS waveform and other records communicating with the NDPluginStdArrays plugin at Layer 3. One of these clients is an ImageJ plugin, and the other is a freely runnable IDL application.

Coreco AD Design Goals

Herein we present a software design to allow the quick interface of a detector to the Area Detector interface. This software was designed specifically to easily interface Coreco-based detectors to Area Detector. Here are design objectives:

1. Enable the Coreco Frame grabbing functions, all calls to the Coreco Sapara server exist in one module.

2. All serial download functions exist in a separate module.

3. Easy interface to Area Detector

4. Detector module can exist stand-alone. That is, it is not required to have EPICS present, and EPICS make system is not need to build detector module. This is useful for users who don’t want an IOC (such as BESSRC), but a text based program. It is also useful for detector hardware development where it is desirable to focus on the hardware rather than EPICS. IN general, the point of AD is to modularize the software system so software can be plugged into an IOC. 
5. The use of inheritance to extend functions of modules.

6. Easy creation of parameter lists, or knobs that EPICS client can set and read back. 

7. Parameter lists in derived classes automatically are added to the parameter lists of base classes. Example, to add some function to a coreco frame grabber module, one can derive the class, and add a few parameters. The coreco parameters, as well as base AD parameters will still be present.

8. Parameters compatible with Area Detector base parameters.

9. Hide complex epics callbacks, functions etc, in a base class, so programmer can develop a new detector interface without being a great EPICS programmer. 

10. Only 1 file needs to be written to add a serial download scheme for a new detector.

11. Any number of modules can be instantiaged for odd applications. 

Design Overview
The class layout of the coreco AD driver is shown below.
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Firstly, though the Coreco grabber has a Vendor API for grabber functions, it has no API for detector serial setup functions. The Coreco AD implementation creates a Vendor API layer shown in the Rivers documentation above. 
The basic design of AD is that we make our own special ADDriver derived class, call it madSim. AD is designed to call some Vendor API from within madSim. The Coreco card has an API for onluy the grabber functions, but none for the serial functions. For this reason, the calss genCAmController was created: to create a Vendor API for a Coreco based detector. genCamController was designed to be compatible with AD, and to look like AD, so tge programmer need not learn a whole new set of functions. When a new detector is programmed to work with Cpreco ad Area Detector, the programmer will not touch madSim:ADDriver. Instead, the programmer will create a class such as
Class mySerial: public genCamController. The programmer will fill in a function mySerial::main() to check parameter changes, send and receive from the serial port, and send changed parameters up to EPICS. 

This design is different from other AD drivers because Coreco has no real Vendor API layer. There is a Vendor API for grabber functions, but not for serial functions. Therefore the programmer is filling in the Vendor API rather then ADDriver. To allow a programmer who is used to ADDriver make a Coreco based driver, the class genCamController, the parent class of mySerial, has functiosn that look nearly identical to those in ADDriver. In this way, a programmer familiar with ADDriver can easily write the driver for the Coreco based detector. Also, parameters in ADDriver such as ADExposePeriod etc are identical in genCamController derived classes, so the programmer need not learn new parameter enumerations.

Comparison of writing ADDriver to write genCamController

Writing ADDriver

Generally when making a new AD detector, one fills in functions in a class derived from ADDriver. There are two programming structures.

1. Filling in writeInt32, etc. Example: marCCD::writeInt32
2. Filling in a task function. Example: marCCD::marCCDTask()
The main difference is that when filling in writeInt32, or double, or string etc, the function sets the parameter then has a case structure. The function should return quickly. Example:

asynStatus marCCD::writeInt32(asynUser *pasynUser, epicsInt32 value)

{

    int function = pasynUser->reason;

// set the parameter in the param list

    status = setIntegerParam(function, value);

    switch (function) {

    case ADAcquire:



// tell the mar detector to acquire…
    case ADBinX:



// tell mar to set the bin rate…

…

When the detector requires a separate thread, such as the mar 165, the programming structure is exemplified in marCCD::marCCDTask(). IN this structure, the task is an infinite loop that checks parameters and acts upon them. Example:

void marCCD::marCCDTask()

{

    int acquire;

    /* Loop forever */

    while (1) {

        /* Is acquisition active? */

        getIntegerParam(ADAcquire, &acquire);

        /* If we are not acquiring then wait for a semaphore that is given when acquisition is started */

        if (!acquire) {

           //if not acquigin do this…

}

else

{

}

setIntegerParam(ADAcquire,0);

// tell epics that we updated params in the loop..

            callParamCallbacks();

…

Note that in the infiniate loop, we check a parameter and act upon it. If the loop changes the parameter it must call callParamCallbacks() to reflect the change in the EPIUCS PV.
The lost of functions for using parameters is degined in asyn/miscelsnous/asynPortDriver.h. The functions are listed below:

    virtual asynStatus setIntegerParam(int index, int value);

    virtual asynStatus setIntegerParam(int list, int index, int value);

    virtual asynStatus setDoubleParam(int index, double value);

    virtual asynStatus setDoubleParam(int list, int index, double value);

    virtual asynStatus setStringParam(int index, const char *value);

    virtual asynStatus setStringParam(int list, int index, const char *value);

    virtual asynStatus getIntegerParam(int index, int * value);

    virtual asynStatus getIntegerParam(int list, int index, int * value);

    virtual asynStatus getDoubleParam(int index, double * value);

    virtual asynStatus getDoubleParam(int list, int index, double * value);

    virtual asynStatus getStringParam(int index, int maxChars, char *value);

    virtual asynStatus getStringParam(int list, int index, int maxChars, char *value);

    virtual asynStatus callParamCallbacks();

Writing genCamController

When using the coreco software, to allow for the creation of separate objects for serial and grabbing, and to allow for a Vendor API layer, needed especially for custom detectors, the functions of ADDriver are abstracted to a lower layer of code. Therefore instead of filling in ADDriver, an object derived from genCamController is filled in. Again there are two ways of filling in genCAmController:

1. Filling in writeInt32 etc…

2. Filling in a task function.

genCamController has fiunctions :

genCamController::writeInt32(), String, Double(). The same code can be filled in as in ADDriver development.

// NOT WORKING YET..

The second method, filling in a task, is preferred because the serial download, and grabbing of images require a seperat thread. For this readon, only this method should be used. The structure is similar to atht in ADDriver, the mar CCD driver. There are added helper functions. 

The is_changed flag.

Specifually a flag is added to signify a parameter is changed. The reason for this can be shown by example. Say the user sets ADAcquire to 1. The detector driver will then download something to the detector to start acquision. The problem is how to prevent download the same data over an dover as long as ADACquire =1. To solve this problem, when ADACquire is set to 1, a is_changed flag is set. In this way, the driver can sense when ADAcquire is FIRST changed to 1, and only download to the detector once. 
When a param is set, a flag signifuying that the param was changed is also set.

getIsChagned(int index)

clearChanges(int index)

clearChagnes() // clears changes of all params

Example:
int dalsa1M60Serial::main(int arg)

{

......
......

// Infinite loop here- it can be stopped by setting param 

//is_running

while (getIntParam(is_running))


{



// genCamController style calls


if (getIsChanged(ADAcquire))




if (getIntParam(ADAcquire)==1)




{





clearChanges(ADAcquire);




// tell detector to do someting

.....

// use asyn style calls work too…

int acquire;


getIntegerParam(ADAcquire,&acquire) ;

if (acquire ==1)

{

}


setDoubleParam(ADGain,0.0);

// tell EPICS that param changed. It calls 

//genCamController::callbackFunction, that calls back the IOC.

callParamCallbacks();
// this is another way to tell epics param changed

callbackFunction(general, this);
The list of functions for dealing with parameters in genCamController is defined in putGetParameters.h



// Download serial stream to camera.



// versions that look like asynPortDriver- asyn/misc/asynPortDriver.h

   

virtual int setIntegerParam(int index, int value);

    
virtual int getIntegerParam(int index, int * value);

    


virtual int putIntParam(const int index, const int value);



virtual int getIntParam(const int index, int &value);



virtual int getIntParam(const int index);



virtual int putBoolParam(const int index, const bool value);



virtual int getBoolParam(const int index, bool &value);



virtual bool getBoolParam(const int index);



virtual int putFloatParam(const int index, const float value);



virtual int getFloatParam(const int index, float &value);



virtual float getFloatParam(const int index);



// asynPortDriver version...


    virtual int setDoubleParam(int index, double value);

    
virtual int getDoubleParam(int index, double * value);

    
    
// newer functions...



virtual int putDoubleParam(const int index, const double value);



virtual int getDoubleParam(const int index, double &value);



virtual double getDoubleParam(const int index);



virtual int putPtrParam(const int index, const void* value);



virtual int getPtrParam(const int index, void* &value);



virtual void* getPtrParam(const int index);

    
virtual int setStringParam(int index, const char *value);

    
virtual int getStringParam(int index, int maxChars, char *value);

    


virtual int putStringParam(const int index, const char* value);



virtual int getStringParam(const int index, const char* value);



virtual char* getStringParam(const int index);



virtual int getParamType(const int index);



virtual int getNumParameters(void) {return 0;};



/*



 * The idea here is that if we set a parameter, say, detector_gain, then some software



 * must know that it must iupdate the gain on the detector. So it looks in the flags for



 * any parameters that were put. After iuopdateding the detector,  the software calls



 * clearChanges.



 */



// if we put a param, it flags that that param is changed.



virtual void putIsChanged(const int index);



// return true of param X is changed.



virtual bool getIsChanged(const int index);



// clears all flags that  params  changed.



virtual int clearChanges(void);



virtual int clearChanges(const int index);



// if any params changed, return true



virtual bool getIsAnyChanges(void);

Note that there exist functions corresponding to the asyn calls, as well as added functions.

Featers of the Coreco Vendor API:

The grabber and serial featuers are in separate classes. This ensures that when a new detector is added to the coreco card driver, the grabber functions need not be touched. Only a new Serial class need be made. When a programmer adds a new detector, he or she will fill in functions in the Serial class, not the ADDriver class. This is a result of a compromise:
1. We wish to separate serial from grabber functions, so grabber functions remain static when new serial code is added. 
2. We wish to make a detector with two separate interfaces, serial, and grabber, fit into Area Detector which is designed for a single Vendor API. We effectively invent a Vendor API layer to fit into the design pattern set forth by Area Detector.
Because Coreco detgectgors really have no Vendor API (no “takePicture” function”) genCamComtroller provides this. In this way, the Coreco can fit into the model of Area Detector.

Because the coreco detgector drivers in Area Detector are differentn in deign structure, the programmer ius required to lean the function calls in genCamController. As a compromise, all of the function calls in genCamController look like those in ADDriver. All parameter names and their associated values match those in ADDriver. In this way, the programmer need not learn a whole new set of function calls. The downside is that it may get confusing.

To make a Coreco driver the programmer must:

1. Make and fill in a Serial class.

2. Build the Coreco DLL, with genCamController  and grabber code separate from Area Detector, EPICS. It builds as a DLL in Visual C++. No EPICs , asyn or AD libraries necessary. It is pure C++.

3. Make the st.cmd file  for the IOC.

The IOC, ADDriver class, Madsim need not be touched or compiled. To make ADDriver load in your compiled DLL, write in yur st.cmd file:

setDLLName myNewDetector.dll

madSimConfig(…)

In this way, the UIOC will start up the ADDriver and load in iyour liobrary.

What is in MadSim

When adding a new detector you need not read this. This is just background information. Skip down to Adding a new CorecoDetector

MAdSum Constructor

The Madsim construictore does the following:

1. laods in correct DLL for coreco area detector.

2. careates grabber and serial obhects, and stores pointers in an array.

3. passes pointer of callback to the coreco objects, so they can return images and parameters to EPICS. 

MadSum parameter changes

Madsim overriudes get/set String, Int, and Double param. These function stake params from the  param list in ADDriver, and copy them to the param list in the coreco (genCamController) objects. When params change in the detector, the madSim callback will copy the changed params from the detector (ganCamComtroller) to the ADDriver param list, then callback epics to set the PVs.

MadSium param list

The genCaomControllers have a singleton param list. This list is separate from the MadSim Param list. When MadSim starts up, it asks the genCamController fir its list, then makes its param list in ADDriver from the contents from GenCamContgrooller. IN this way, the programmer can haver a separate list in the grabber code, a separate list in ghe serial code. The ADDriver Madsim will make its own list from the lists in the coreco objects.

MadSim callback

The callback provides all services that IOCs need to provide such as:

1. Creating an EPICSThread.

2. Sleepiong, Suspending, Resumiong EPICSThread

3. callback to setParameters in Asyn chain.

4. copies changed params from genCamCointroller objects into the ADDriuver param list.

5. callback for new Image- to send it oup to epics.

6. get new NDArray memory for new image.
When genCamController, (your serial or grabber obect) needs anything from epics, like epicsSleep, or image or param callbeck, it has a pointer to the madSium callback function. It calls it, guves an enumeration for what it wants (ie. New ghread, sleep , param change). 

What is in genCamController

genCamController defines the Vendor API laywer of the Coreco card abd serial port. It looks like ADDriver, and uses the same enum names. 

1. Object Maker Function

2. Param Lists defined in objects derived from genCamController. List is singleton so all objhects share the list.

3. String List, to associate string with each param.

4. Pointers to all lists in the obhects created. 

5. Function s to allow madSim ADDriver get the param lists and controct the ADDriver PAram lists.

6. Functions to allow inheritance from genCamContgroller objects. If you wish to add new grabber functions, lioke calibration or filesaving, yhou inherit from coreco.h. Then you add new params to the list for yiour new functions. These params are added to those already in coreco.h. No need to redefine all params.

7. put/ get param  functions.

8. Functions to sunchronize serial objhect with grabber obhect. The serial object always has a poiunter top the grabber object.

9. main()- wach genCamCiontrlleer runs on its own thread. gemCamController::main() is the engry point.

10. constructor()

11. redefinition of all Area Detector parameters (genCamControllerEnums.h). This allows a sepetare non-epics detecotor to use params compatible with EPICS Area Detectgor. Why- the detector may run with or without AD with no code rewrite. When AD is upgraded, genCamControllerEnums must be updated.

12. Pointers back to the calling client- madSim ADDriver. genCamController muyst run callbacks to tell epics of new images, pass altered params to EPICS. 

Why make it a separate list?

We have two versions of the Coreco Area Detecotor driver:

1. Full API, and seoperate DLL version for custom detectors. Use the MadSim to load the DLL and run the detector. Allows detector to run non-epics, or with Area Detector with no rewrite of code, or rebuilding of anything. New detector development does not require revuild of MAdSim IOC.

2. Static buid: genCamController uses the list in ADDriver. The list is defined in coreco.h,m and the user seriual port code. The data is stored in the ADDriver list, so there is no copying of params from Vendor API layer to ADDriver layer. NOT WORKNG YET!!!

How a parameter is sent from EPICS to detector

1. PV is changed in EPICS land

2. IOC calls ADDriver::putXXXParam(myParam)

3. MADSim::PutXXXParm(myParam) calls *myGenCamController->putXXXParam(myParam) and copues the param value from ADDriver list to Serial object list.

The serial object has its own thread running serialObject::main(). In that loop, there is code such as:

If (getChanged(myParam))

{

// download something to detector on serial port


serialDownLoad(getIntparam(myParam));

clearChanges(myParam)

}

How a parameter is sent from detector to EPICS

In serial->main() we have a structuire such as

 putIntParam(myParam,1);

main() shoud call 

callbackFunction(general,this) at end of its loop. See source code.

In madSim::callback() we have a structure

Case reason:

Etc.etc

General:


// we rad p[arams in serial->getXXXParam (), then put into ADDriver param list.


copyParamsFromSerialToADDriverList()

Break

How it works- simple version:

A detector module runs on its own thread in a function called my-module->main(). The programmer will fill in the main() function to implement a detector. A set of parameters, defined by enumerations are tweaked by EPICS. The main() function will read these parameters to see if anything was tweaked by EPICS, and take any action necessary, such as downloading serial data to the detector. The main() function will then tweak parameters and EPICS will respond to any changes.
The steps for addinga new detector are as follows:

1. Make a parameter list. This is necessary of the base parameters of AD are not sufficient. For example, CCD cameras have a bias level to set, and AD has no parameter for that.

2. Fill in the main() function. For Coreco based detectors, generally one will implement serial download functions.

3. Fill in a global function, makeControllerObjects() to instantiate the objects. EPICS will call this global function.

4. Make a dbd file so EPICS PVs will be present to point to any new parameters you add.

5. Make any medm screens you want to make

6. Make and Go.

Getting Started

Making a Visual C++ project.

1. Get source code from SVN repository.

https://subversion.xor.aps.anl.gov/detpool/corecoAreaDetectorDll/trunk/
2. Make new Vis C++ project.

It is easiest to copy a project from an older one. Use the StarterProject and make your own copy. All the files are in there you need. You will most likely want to just add new serial data download stuff, so you should only have to edit starterSerial.h and startSerial.cpp. 
In Windows Exporer
Find Starter Project Dir.

Copy Dir and past to make Copy of StarterProject

Rename to myNewProject

In myNewProject, rename the solution file ONLY to myNewProject.

In MSVC++ IDE

-Open the sln.

-Rename the Project from StarterProject to myNewProject by clicking on the name

-Rename starterSerial.cpp and starterSerial.h by right clicking in the MS C++ IDE.-
Save All in IDE

When done:

Go through the subdirs of myNewProject dir and delete all .svn directories.

Add to subversion rep.

What the files do:
genCamController.h  

This code is the parent class of the coreco frame grabber and your serial code. It handles getting and setting parameters, callbacks to epics. It initializes the parameters the Area Detector needs to operate. It serves as the primary API for the detector. The main functions in the API are setXXX() and getXXX() where XXX stands for Int, String, Double, or whatever type parameter is needed. 

Your code will run on its own thread, started up the the IOC. Your code will be an infinite loop, main() in yoru class. Put most of the code in oneLoop() and leave main() alone. 

putGetParams.h

handles lists of parameters. All parameters are in one large list for coreco grabber and in serial code. 
Coreco.h

Wrapper class for Sapera++ driver calls.

corecoCam

genCamController derived class. Runs on its own thread, has its own params, EPICS can get and set these params. Deals with grabbing images and sending them to IOC. Loads up CCF files to coreco.

Exe

Needed for gencamcontorller

Image_file, tifflib

Optional class for saving files. Can read and write tiff or raw binary

Used by corecoCam for debugging or for saving files direcly from driver.

Image_ram

Manages image in memory. Has many methods for operating on images. Eventually this will be replaced with NDArray from Area Detector

Ccd_exception

Simple class for handling errors. This is thrown on error condition. Has a string to store error message.

Log_file

Text file writer that addes time and date to messages. For logging detector operation.

Cl_com_port

Wrapper for serial port. Uses windows CreateFile API. Also has wait() function for wating for things.

starterSerial

derived from genCamController class. Class for dealing with serial transactions with detector. You will edit this for your specific detector.

genCamControllerEnums

AREA detector compatibliuty paoram definition.

On Parameters
Lists of params

String ass.

EPICS use string

IOC has own copuy, and copies genCam to its own list in AD asyn. 

Important params- first_serial etc…
1024 paerams max

Main paerts of starterSerial.h
Main Parts of starterSerioal.cpp

//#include "stdafx.h"

#include "FCCDSerial.h"

#include "corecoCam.h"

#include <stdio.h>

using namespace genCamControllerEnum;

int_string FCCDSerial::paramStrs[] = {


{

is_running ,


"w_is_running"},


{

log_file_ptr,


"w_log_file_ptr"},


{

is_log, 



"w_is_log"},


{

serial_callback,
"w_serial_callback"},
……..

Wach param enum gets a string associated with it. EPICS uses the string to find the param. When IOC boots it gets the list of strings and params from your oject. This is done in the IOC AD code and in genCamContgroller.cpp.  In EPICSAPSYN we ass.  The string with the PV. So we set a PV, the IOC knows the string, then it finds the asyn driver, then finds your object and sets the correct param.
The cpp will have def of the class

Also has 2 blobal functions:

void makeControllerObjects(


int *num_objects, 


genCamController *objs[],


void *callback_func,


void **img_data_ptr);
{


objs[0]= new corecoCam();



objs[0]->putPtrParam(corecoCam::corecoCam_callback,callback_func);


objs[1] =new FCCDSerial();


// tell serial code where coreco stuff is..


objs[1] ->putPtrParam(FCCDSerial::coreco_control_ptr,(void *)objs[0]);


//set the callback, so we can get back to EPICS or whatever client is running..


objs[1]->putPtrParam(FCCDSerial::serial_callback,callback_func);


if (*img_data_ptr==0)



*img_data_ptr=objs[0]->getPtrParam(genCamControllerEnum::image_mem_ptr);


else



objs[0]->putPtrParam(genCamControllerEnum::image_mem_ptr,*img_data_ptr);


*num_objects = 2;

}

And 

BOOL APIENTRY DllMain( HANDLE hModule,

                       DWORD  ul_reason_for_call,

                       LPVOID lpReserved






 )

{


switch (ul_reason_for_call)


{


case DLL_PROCESS_ATTACH:


case DLL_THREAD_ATTACH:


case DLL_THREAD_DETACH:


case DLL_PROCESS_DETACH:



break;


}

    return TRUE;

}
getIsChanged

clearChanges

general callback

When sync with coreco card:

coreco->preWait(corecoCam::is_loadccf);

coreco->putIntParam(corecoCam::is_loadccf,1);

coreco->waitDone(20000);
Confuguring the compiuler

Tell where lib and include are on your computer for coreco libraries

Define USE_SAP
enCamController

include these

genCamController

putGetParams

exe

corecoCam

coreco or corecoFPGA

image_ram

genCamContaollerEnums

Defines all params to interface with Area Detector

Optional 

Image_file

Tifflib

How EPICS talks to the detector module.

EPICS controls the detector by setting parameters with the functions

My_module->setIntParam, setStringParam, setDoubleParam. The module main function, an infinite loop, will monitor these parameters and act upon them. For high performance applications, the main() loop can suspend. EPICS will wake up the main() loop when a new parameter is written. 

How the detector module talks to EPICS

The main() function must call a “callback.” The call back is a function that the main() fuinction calls to allow EPICS to respond to any events. These events could be the acquisition of a new image, the request to suspend, or sleep. One event is just a general event called every time the main() loop runs. This allows EPICS to check all parameters to see of the detector module updated anything. In this way, the EPICS PVs will always reflect what the detector module (and actual detector) is doing. For slow functions, such as the updating of a coreco card CCF file (several seconds), an event is flagged to wake iup all other sleeping threads. In this way for example, the serial down load module can tell the coreco module to update its configuration, go to sleep, then wake up when the coreco is done updating. This is necessary to set the bin rate for example. All threading etc. is handled with epicsThread().
Idiots Guide to making EPICS in CywWin

What is Cygwin?

The Linux people who invented a basically free UINX operating system have compiled the LINUX system to run on top of windows as an application. With Cygwin you can have a complete UNIX/LINUX system without removing your windows system, or having a duwl boot system. You run your windows box, atart the cygwin application. Now you have a complete LINUX system ruynning. It comes with all the linux features: X windows, unix commands like ls, man, more, etc, several shells like bash, tclsh, csh. Tons of unix programs are compiled for Cygwin

How dies it work?

In cygwin, all linux applications and commands are compiled to run on a windows box. There is a cygwin1.dll file that enables all of these liunux programs to run. This dll basically hides the windows API and makes it look like a POSIX API. Any cywgin program must have this dll in the path. You can run the cyrwing bash shell to use these paobgram. But since they are just windows exe file, you can run any cywgin progkra from the DOS shell as long as the cywgin dll is in the path. IN this way you can use ls , cd, and unix commands from a DOS shell.

Cywgin is useless on a LINUX system. No point in putting Linux on Linux. Also, Cygwin is useless for Mac. Mac is already a unix system. With Cygwin there is no point in biying a new computer to run Liunux. Just use yoru windows box and you get Linux for free by installin g Cygwin.

You can even run ssh servers, etc on ypiur windows box. You can scp from your windows box too with cygwin.

Install Cygwin

\get cygwin installer

It downloads stuff from the internet…

Get proper modules 

Put cygwin in D:/

In this way you will have more room, and also you will have more privileges to iunstall in your computer. You need admin to instll into C. 

Just get evrythgin- it takes a few hours to install..

You will then have all the X serber programs, make, compioler perl, script languyages, cool games, etc.
Get EPICS base

http://www.aps.anl.gov/epics/download/base/index.php
Make a D:/EPICS directory

Put the downloaded file into there…
Run cywgin

Cd /usr/local

Make softlink

Ln –s /cygdrive/d/EPICS epics

Now 

Cd /usr/local/epics

You shoud be in the epics dir.

Pit base.tar.gz there

Gunzip

Tar –xvf

Run this .bashrc file:

export EPICS_BASE=/usr/local/epics/base

export CCD=/usr/local/epics/ccdR1-8

export AUTOSAVE=/usr/local/epics/autosave_R4-1-3

export HOST_ARCH=cygwin-x86

export PATH=$PATH:/cygdrive/d/"EPICS WIN32 Extensions"

export PATH=$PATH:/cygdrive/c/"ProgramFiles"/Hummingbird/Connectivity/12.00/Exceed
source .bashrc

cd EPICS

make a base link

ln –s eopiucs_base_R14.xxx base

cd EPICS_BASE

make

it should build base.

Takes 20 min…
Get SEQ
sncseq-2.0.12.tar.gz
gunzip

tar xvf

ln –s /.. seq

cd seq/confuiter

nedit RELEASE

cd seq

make

Making ASYN
Get Sun RPC modulke from Cygwin to make ASYH

What is ASYN

Download asyn4.10-.tar.gz

Put into /usr/local/epics

Gunzip asyn4.10-.tar.gz

Tar –xvf asyn4.10-.tar

Ln –s asyn4.10 asyn

Cd asyn/configure

Nedit RELEASE

Commend out IPAC = …
 SNCSEQ = /usr/loca/epics/seq
Set EPICS_BASE to /usr/local/epics/base
Save the file

Cd asyn

Make

1. Get EPICS Base 14.8.2

Make it

Get Synapps 5.3

Have to set path and ld lib path as in the release notes…

1st time run make it crashed

Run again

It runs a long time. Gets stuck on Canberra in MCA. I edit makefile in mca/611/mcaApp

To take out the camberra

It now runs until it gets to make ebrick support

[image: image3.png]Jusr/locallepics/synAppsisupporticonfig

Hain Options VT Options YT Fonts

[nake[31: Entering directory /cusdrive/a/EPICS/sunpps._5_3/support/ebrick/2-2-2/
ebrickapp/Db’

porl /usr/1ocal fepics/base/configure/tools/naketakefile.,pl 0.cuguin-s6 .7/,
kdir 0, Comnon

nake ~C 0, cuguin-x@6 -F ,./MakeFile TOP=, 7.,/ . T A=cuguin-x@8 install

nake[4]: Entering directory /cusdrive/d/EPICS/ sunpps_5_3/support/ebrick/2-2-2/
ebrickapp/Tb/0., cyguir-<86

nake[41: ** No rule to nake target °../0,Connond/usr/local /spics/sunpps/suppor
£7.../nansunfpps_support /noFG282/2-6/ns52525up/ b/ deuCpuStats. db , needed by bu
1147, Stop.,

nake{41: Leaving directary */ougdrive/d/EPICS/sunfpps_B_3/support /ebrick/2-2-2/e
brickApp/Db/0. cuguin->6"

nake[3]: +** [install,cuguin-x86] Error 2

nakel 31: Leaving directary '/cusdrive/d/EPICS/sunfpps_5_3/support /ebrick/2-2-2/e
brickéop/Tb"

nake[2]: * [Db,install] Error 2

nake[2]: Leaving directary '/cugdrive/d/EPICS/sunfpps_B_3/support /ebrick/2-2-2/e
brickipp”

nake[1]: =+ [ebrickpp.instal ] Error 2

nake[1]: Leaving directory /ougdive/d/EPICS /sunfpps 5_3/support /ebrrick/2-2-2
Inake: o+ [/usry/local /epics/sunfipps/support /ebrick/2-3-2. install] Error 2
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Take oot ebrick support as such in support/config/Makefile
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DIRS += S(WE)
RELEASE_FILES += $(WWE) /conf igure/RELEASE

DIRS += $(PILATUS)
RELERSE_FILES += $(PILATUS) /conf iqure/RELERSE
HRERHRHRRRRSRHARISE TEh Tior Modles HHRESRERRSSRAREIRS

DIRS += $(1P)
RELEASE_FILES += $(DiP)/conf igure/RELEASE

DIRS += S(OUATEH)
RELEASE_FILES += $(QUADEH) /configure/RELEASE.

DIRS += $(30)
RELEASE_FILES += $(XX)/conf igure/RELEASE

#1IDIRS +d S(EBRICK)
#1IRELERSE.FILES += $(EBRICK)/configure/RELEASE

all install clean rebuild inc depends build uninstall releass:
echo SUPPORT=S (SUPFORT)
echo
echo EPICS_BASE=5(EPICS_BASE)





Now try again

Docs say there is areaDetector in suynapps 5.3,. it is not there. It has CCD
Problem- cannot make asyn- get problem with vxi code. Cannot link…
D:\EPICS\areaDetector>make

make -C ./configure install

make[1]: Entering directory `/cygdrive/d/EPICS/areaDetector/configure'

perl /usr/local/epics/base/bin/win32-x86/convertRelease.pl checkRelease

/APSshare/epics/base-3.14.8.2: No such file or directory at /usr/local/epics/bas

e/bin/win32-x86/convertRelease.pl line 207

make[1]: *** [checkRelease] Error 2

make[1]: Leaving directory `/cygdrive/d/EPICS/areaDetector/configure'

make: *** [configure.install] Error 2
Area Detector

http://cars9.uchicago.edu/software/epics/areaDetector.html
To run area detector, get EPICS base, and all modules recommended on the above website.

Download then and build them

Get the moxules from the EPICS people at 

http://www.aps.anl.gov/epics/download/index.php

Vendor API





Class coreco: public genCamController





Class Serial: public genCamController





Class madsim: public ADDriver
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Class madsim: public ADDriver








